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01 ‘ SOLAREAST INTRODUCTION Strong Manufacturing Capability

SolarEast owns 25 years' experience in solar thermal, heat pump and energy storage production. It has established five modern
production bases across China and boasts 12GWh annual production capacity of energy storage systems.

5 Founded in 1999, SolarEast is a technological innovation-based enterprise that is publicly listed

@/:I] on Shanghai Stock Exchange (Stock code: 603366). Committed to making a ‘Green world,
Production bases Better life’, SolarEast is a global leader in solar thermal industry and ranks Top 500 global new
across China energy enterprises. SolarEast has established five production bases across China.

SolarEast Energy Storage Technology Co., Ltd is a wholly-owned subsidiary of SolarEast. It

2 6 specializes in R&D, manufacturing and sales of energy storage products of various specifica-
tions that are widely used in residential, commercial & industrial, and large-scale applications. Y g Tibet base
Years' experience Furthermore, the Company also smartly incorporates energy storage with PV, air-source heat Built in 2002 Built in 2020
pumps and EV chargers, providing customers with flexible All-in-One solutions. BESS production base Large flat plate solar thermal collector
Solar heater production base production base

26000+  E2GWh  @M10GWh
Employees " Annual residential ESS Annual production capacity
production capacity of Commercial & Industrial

ESS and Large-scale ESS

Shunde base - Yuyao base
Built in 2012 Built in 1984
Heat pump production base Kitchen appliance production base

Electric water heater production base

Lianyungang base

Built in 1999 -

Solar heater production base
Water Purifier production base




Advanced Laboratory and Equipment Global Sales Network

CNAS Accredited Lab Postdoctoral Research Workstation

The laboratory, accredited by CNAS, Up to date, SolarEast has provided clean energy solutions for up to 35 million families and 20,000 enterprises in more than 80 countries and

omomsmanen g In 2010, it was jointly established by | gassxamssmman

is equivalent to a national the Ministry of Human Resources regions. With multiple overseas warehouses and branch offices worldwide, such as China, Europe and USA, SolarEast is able to offer global
testing center. QU Nxay and Social Security and the National customers products and services in a timely and effective manner.
e Postdoctoral Management
Committee

Nationally recognized enterprise Solar simulator
technology center

SolarEast is the first company in
China to have introduced the
indoor solar testing equipment,
which simulates sunlight to test

the solar thermal products

The nationally recognized enterprise
technology center is a testament to
our strengths on scientific research
and technological innovation.

Main Business & Market Position

World's largest manufacturer

in the solar thermal industry Comprehensive Clean Energy Solution

Multi-energy integration: PV, energy storage, heat pump, and solar thermal energy

Application scenarios: Power supply side, grid side

Well-known EPC contractor

Commercial & industrial users, homes, and communities, etc

in the PV ind ustry in J ia ngsu China Energy type: Clean electricity, clean thermal energy

Multi-energy integration

Top OEM supplier of heat pump
in China

)

Heat pump Solar therma

One of the fastest growing

energy storage manufacturers in China

lean hea

Integrated solution provider featuring
PV + ESS + Heat Pump +EV Charger

i L

Urban community Enterprise Industrial park Power plant Home use
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Integrated Residential Clean Energy Solution
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(2 | BATTERY ENERGY STORAGE PRODUCTS
> Stack-mounted Residential ESS

—

Solarfast

Technical Specifications

SolarEast
f " Model PowerCool-LFP-HV2

Battery type LFP
¢ Number of connection
Solarast ' 2pcs 3pcs 4pcs 5pcs 6pcs 7pcs
Total energy 10.24kWh 15.36kWh 20.48kWh 25.6kWh 30.72kWh 35.84kWh
Usable energy 9.72kWh 14.59kWh 19.45kWh 24.32kWh 29.18kWh 34.04kWh
Max.parallel strings 8p
! Solackas ,
[ Voltage 102.4V 153.6V 204.8V 256V 307.2v 358.4V
Nominal charging voltage 115.2V 172.8V 230.4V 288V 345.6V 403.2V
Max. charging current 50A
Nominal discharging current 50A
Discharge cut-off voltage 89.6V 134.4V 179.2V 224V 268.8V 313.6V
Battery efficiency 95%
& d Battery Protection Over-current/Over-voltage/Short-circuit/Under-voltage/Over temperature
Features A Vantages Maximum recommended DOD 95%
Communication CAN,RS485
IP rating P66
Safety .Iéo Easy Installation Operating temperature 0~55C
LFP Battery, Intelligent BMS and protective Scalable up to 56 packs Altitude <5 000m
hardware providing complete protection =
Humidity 5% ~ 95%
Accura(fy ) ] Durability Warranty 10 years (5 free warranty + 5 paid warranty)
Dynamic SOC calibration 6,000 cycles at 95% DOD
(660+2) (660+2) (660+2) (660+2) (660+2) (660+2)
Dimension * (390+2) * (390£2) * (390+2) * (390£2) * (390£2) * (390£2)

@ Compatibility Certificates * (515£3) mm  * (665t3) mm *(815¢7) mm  * (965%9) mm  * (111529) mm  * (1265t9) mm

Suitable for most mainstream IEC62619, IEC63056, IEC62477-1,
nverters IEC60730, UN38.3, MSDS, Net weight (117+2)kg (152+4)kg (197+6)kg (242+8)kg (2878)kg (332+8)kg

IEC61000, IEC62040 Certificates CE-EMC,IEC62619,IEC62477,IEC62040,IEC62100,IEC60068-2-52,1EC60730,UN38.3,MSDS

Installation Stacked Installation
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» Stack-mounted Residential ESS

Solarfast

Features & Advantages

Safety
LFP Battery, Intelligent BMS and protective
hardware providing complete protection

@ Accuracy
Dynamic SOC calibration

@ Compatibility
Suitable for most mainstream

inverters
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Easy Installation
Stackable up to 7 packs

Durability
6,000 cycles at 95% DOD

Certificates
IEC62619, IEC63056, IEC62477-1,

IEC60730, UN38.3, MSDS

Technical Specifications

Model PowerCool-LFP-LV

Battery type LFP

Number of connection 1pcs 2pcs 3pcs 4pcs 5pcs 6pcs 7pcs
Total energy 5.22kWh 10.44kWh 15.66kWh 20.88kWh 26.11kWh 31.33kWh 36.55kWh
Usable energy 4.96kWh 9.92kWh 14.88kWh 19.84kWh 24.80kWh 29.76kWh 34.72kWh
Voltage 51.2V

Max. charging voltage 57.6V

Nominal charging current 50A 100A 150A T60A T160A 160A T60A
Discharging cut-off voltage 448V

Max. Battery efficiency 95%

Max. recommended DOD 95%

Communication RS485/CAN

IP rating IP55

Operating temperature -10~50C

Altitude =5,000m

Humidity 5%~ 95%

Warranty 10 years (5 free warranty + 5 paid warranty)

Dimension 720%420*458mm  720%420*608mm  720%420*758mm  720%420*908mm 720*420*1058mm 720*420*1208mm  720*420*1358mm
Net weight 63kg 113kg 163kg 213kg 263kg 313kg 363kg
Certificates CE, IEC62619, IEC61000, IEC62040, IEC63056, UN38.3, MSDS

Model PowerCool-LFP-HV

Battery type LFP

Number of connection 2pcs 3pcs 4pcs 5pcs 6pcs 7pcs
Total energy 10.44kWh 15.66kWh 20.88kWh 26.11kWh 31.33kWh 36.55kWh
Usable energy 9.92kWh 14.88kWh 19.84kWh 24.80kWh 29.76kWh 34.72kWh
Voltage 102.4V 153.6V 204.8V 256V 307.2v 358.4V
Nominal charging voltage 115.2v 172.8V 230.4V 288V 345.6V 403.2V
Max. charging/discharging current 50A

Discharge cut-off voltage 89.6V 134.4V 179.2v 224V 268.8V 313.6V
Max. Battery efficiency 95%

Maximum recommended DOD 95%

Communication RS485/CAN

IP rating IP55

Operating temperature -10~50°C

Altitude <5,000m

Humidity 5% ~ 95%

Warranty 10 years (5 free warranty + 5 paid warranty)

Dimension 720%420%608mm  720*420*758mm  720*420*908mm  720*420*1058mm  720*420*1208mm  720*420*1358mm
Net weight 113kg 163kg 213kg 263kg 313kg 363kg
Certificates CE, IEC62619, IEC61000, IEC62040, IEC63056, UN38.3, MSDS
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Wall-mounted Residential ESS

Solarfamt

Features & Advantages

Wall-mounted or floor-standing @ Safe LFP cells and smart BMS
Scalable up to 30kWh @ 6,000 cycles at 90% DOD

15+ years design life

Technical Specifications

Model

Total Energy*

Usable Energy(DC)*

Voltage

Nominal Voltage

Rated Capacity

Max.Charge Voltage
Nominal Discharging Current
Nominal Charging Current
Weight
Dimension(mm)(H*L*W)
Max.recommendde DOD
Operating Condition
Operating Charge

Temperature Discharge

Standard Ambient Temperature Range

Storage Temperature Range
Humidity

Over Voltage Category
Cooling Type

Case Material
Installation

IP Rating

Protective Class
Max.Connection Number
Communication

Battery Protection
Certificates

Warranty

PowerCool-LFP-WLV5000

5.12kWh
4.86kWh
44.8~57.6Vdc

51.2Vdc

100Ah

57.6Vdc

80A(1P) /160A(2P) / 160A(3P) / T60A(4P) / 160A(5P) / 160A(6P)
50A(1P) /T00A(2P) / 150A(3P) / 160A(4P) / T60A(5P) / 160A(6P)
47kg
640%420%161.5mm

95%

Indoor

0~55°C

0~55°C

0~40°C

>1 month 0~35°C/ <1 month -20~45°C
5% ~ 95%(RH)(No Condensation)
Il
Natural cooling
Metal
Wall-mounted or floor-standing
IP 20
|
6P
CAN/ RS485

Over-current/Over-voltage/Short circuit/ Under-voltage/Over temperature

CE,IEC62619,IEC61000,IEC62040,1IEC63056,UN38.3, MSDS

10 years (5 free warranty + 5 paid warranty)

Testing conditions based on temperature 25°C at the beginning of life.
*Total Energy/Usable Energy measured under specific conditions from PowerCool-LFP-WLV 0.2C CC-CV
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Vertical Residential All-in-One ESS (LV)

Features & Advantages

@ All-in-One Design © High Safety

- AIO modular system that includes - IP65 outdoor design
inverter, charger controller, UPS-level - 3-level (cell-pack-system) protection
switching system and battery modules - AFCI standard

- Overload capacity 150% for 10mins

© Easy Installation & Capacity Expansion o Easy Management

- Plug & Play modular design - Dynamic SOC calibration

- Save 50% installation time - RSD Ready & VPP Ready

- Save 50% installation space - Support remote monitoring through mobile
- Scalable up to 30.72kWh phone APP & global Cloud platform available
























































































